
ADE0623
LRV: 54

ADE0624
LRV: 54

ADE0626
LRV: 33

ADE0629
LRV: 4

ADE0630
LRV: 13

ADE32517
LRV: 53

ADE32518
LRV: 17

ADE32519
LRV: 37
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1 100x200 6.5mm GLOSS

2 50x200 6.5mm GLOSS

3 150x150 6.5mm GLOSS

4 75x150 6.5mm GLOSS

5 75x150 BEV 6.5mm GLOSS

6 50x100 6.5mm GLOSS

7 50x100 BEV 6.5mm GLOSS

8 75x75 BEV 6.5mm GLOSS
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9 75x150 BIZ

10 75X150 MAR

11 75x150 OLAS

12 75x150 CLASSIC

13 150x150 ROD

14 ROD-EA

15 50x150 MOLD

16 MOLD-EA

17 MOLD-ITA ANG MARCO

18 75x150 / 35x150 CORNISA

19 CONISA CLASIC MARCO

20 CONISA CLASIC ANG

21 25x150 CUBR

22 CUBRANG

23 8.5x150  / 8.5x200 PEN
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AUDLEY
Crackle gloss tiles suitable for internal wall applications. Available in flat and bevelled formats.
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COLOURS

1
FINISH

12
TILE SIZE

GRESTEC TILES / CERAMIC TILES

55%
RECYCLED MATERIAL

LRV and PTV values can vary batch to batch, please contact for advice.
Swatch colours may vary, samples should be requested. 
Find us on:  www.grestec.co.uk | T: +44 (0)345 130 2241 | E: sales@grestec.co.uk



3 Water absorption >10% Group BIII

4 Modulus of rupture RM> 150kg/cm2

11 Crazing resistance Resistant

Find us on:  www.grestec.co.uk | T: +44 (0)345 130 2241 | E: sales@grestec.co.uk

TECHNICAL DATA SHEET - ISO 10545 AVERAGE VALUES

GRESTEC TILES / CERAMIC TILES

SUSTAINABILITY INFORMATION

13 Chemical resistance Resistant

14 Stain resistance Resistant

Scratch hardness (MOHS scale) GLOSS - HARDNESS 4
MATT - HARDNESS 5

55%
RECYCLED MATERIAL

IMPREGNATING
It is also recommended to seal the body of the tiles with Fila MP90.

INITIAL WASHING

The aim of the routine maintenance is to remove dirt and scuff marks. Must be carried out regularly.
Product: Cleaner Pro

The initial washing is fundamental for good treatment results. The initial washing is aimed at removing any laying residues and building grime. 
Product: Cloth

ROUTINE MAINTENANCE

CLEANING + MAINTENANCE ADVICE

Please see www.filasolutions.com for methods of use, dilution and coverage.


