Material: Ceramic | Appearance: Handcrafted | Application: Walls

Coastal

Coastal reveals a range of tiles featuring a crackle glaze, perfect for enhancing internal walls.
Traditional Victorian-style decorative designs are offered in all colours.
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Shade variation: V2 moderate
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Decor 150x150
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. Grestec

LRV and PTV values can vary batch to batch, please contact for advice.
Swatch colours may vary, samples should be requested.
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Material: Ceramic | Appearance: Handcrafted | Application: Walls

Coastal

Formats

Sizes (mm) >||< Finish
1 75x225 8mm Glazed
2 75x150 8mm Glazed
3 150x150 DECOR 8mm Glazed
4 150x150 RODA 8mm Glazed
5 EXT RODA ANG 8mm Glazed
6 30x150 CORNER 8mm Glazed
7 EXT CORNER ANG 8mm Glazed
8 MARCO ANG 8mm Glazed
9 25x150 CUBRE 8mm Glazed
10 ANG CUBRE 8mm Glazed
1 50x150 MOLDU 8mm Glazed
12 MARCO MOLDURA ANG 8mm Glazed
13 27x150 BARRA 8mm Glazed
14 17x150 LISTEL 8mm Glazed
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Material: Ceramic | Appearance: Handcrafted | Application: Walls

Coastal

Technical data sheet - 1ISO 10545 average values

Sizes Conforms
Water absorption Conforms
Modulus of rupture Conforms

Chemical resistance

Domestic and swimming pool products cB

Stain resistance Class 3

0006000

LRV and PTV values can vary batch to batch, please contact for advice.
Swatch colours may vary, samples should be requested.
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ENVIRONMENTAL MANAGEMENT |

Cleaning and maintenance advice

Before grouting
A pre grout protector Fila PRW200 is advised to protect the tiles; this is a temporary seal that when
cleaning the grout will wash off.

Initial washing

The initial washing is fundamental for good treatment results. The initial washing is aimed at removing
any laying residues and building grime.

Product: Cloth

Impregnating
Itis also recommended to seal the body of the tiles with Fila MP9O.

Routine maintenance
The aim of the routine maintenance is to remove dirt and scuff marks. Must be carried out regularly.

Product: Cleaner Pro

Please see www.filasolutions.com for methods of use, dilution and coverage.
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