
GVY44157 GVY44158 GVY44159GVY44156 GVY44160 GVY44161

GVY44163 GVY44164 GVY44165GVY44162 GVY44166 GVY44167

Satin

Gloss

EPD
VERIFIED
ISO 14025 30% 

recycled

GVY44177 GVY44178 GVY44179GVY44176 GVY44180 GVY44181

Binary enhances architectural environments using a micro-structure composed of flat and 3D mesh-
mounted tiles, featuring light-reflecting textures that introduce dimension to surfaces. Comprising 
50x200mm tiles arranged on mesh sheets, Binary presents a choice of eighteen colour variations, 
available in both satin and glossy finishes.

Wall: GVY44165

Shade variation: V1 - Uniform

LRV and PTV values can vary batch to batch, please contact for advice.
Swatch colours may vary, samples should be requested. 

www.grestec.co.uk | T: 0345 130 2241 | E: sales@grestec.co.uk
Find us on:  

Material: Ceramic | Appearance: Monocolour | Application: Walls

Binary

18
Colours

2
Finishes

8
Tile sizes
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1 *50x200 on 300x400 MESH 7-8.5mm

2 B1 50x200 on 300x400 MESH 7-8.5mm

3 B2 50x200 on 300x400 MESH 7-8.5mm

4 B3 50x200 on 300x400 MESH 7-8.5mm

5 B4 50x200 on 300x400 MESH 7-8.5mm

6 *50x400 on 300x400 MESH 7-8.5mm

7 B1 50x400 on 300x400 MESH 7-8.5mm

8 B2 50x400 on 300x400 MESH 7-8.5mm

9 B3 50x400 on 300x400 MESH 7-8.5mm

10 B4 50x200 on 300x400 MESH 7-8.5mm

11 25x200 TRIM 7mm

1* 2 3 4 5 6* 7 8 11

*Random mix

9 10

Wall: GVY44178B4

LRV and PTV values can vary batch to batch, please contact for advice.
Swatch colours may vary, samples should be requested. 

www.grestec.co.uk | T: 0345 130 2241 | E: sales@grestec.co.uk
Find us on:  

Formats

Material: Ceramic | Appearance: Monocolour | Application: Walls

Binary



Above
Wall: GVY44161

Right 
Wall: GVY44181B4

Above 
Wall: GVY44164

Material: Ceramic | Appearance: Monocolour | Application: Walls

Binary

LRV and PTV values can vary batch to batch, please contact for advice.
Swatch colours may vary, samples should be requested. 

www.grestec.co.uk | T: 0345 130 2241 | E: sales@grestec.co.uk
Find us on:  



2 Sizes

Sides ± 0,6%
Thickness ±5%
Straightness of sides ± 0,5%
Squareness ± 0,5%
Flatness ± 0,5%
Surface quality min. 95%

3 Water absorption 0,5% < Eb ≤ 3,0 %

4 Modulus of rupture 30 N/mm2 min.

8 Coefficient of linear thermal expansion < 6,9x10-6/°C

9 Thermal shock resistance Resistant

11 Crazing resistance Resistant

12 Frost resistant Resistant

13 Chemical resistance GB min

14 Stain resistance Class 3

EPD
VERIFIED
ISO 14025 30% 

recycled

Sustainability information

Initial washing
The initial washing is fundamental for good treatment results. The initial washing is aimed at 
removing any laying residues and building grime. 
Product: Cloth

Routine maintenance
The aim of the routine maintenance is to remove dirt and scuff marks. Must be carried out regularly.
Product: Cleaner Pro

Please see www.filasolutions.com for methods of use, dilution and coverage.

Cleaning and maintenance advice

Technical data sheet - ISO 10545 average values

Material: Ceramic | Appearance: Monocolour | Application: Walls

Binary

LRV and PTV values can vary batch to batch, please contact for advice.
Swatch colours may vary, samples should be requested. 

www.grestec.co.uk | T: 0345 130 2241 | E: sales@grestec.co.uk
Find us on:  


