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Gallone chevron shape tiles available in a pallete of soft shades. Suitable for internal wall applications.

Material: Ceramic | Appearance: Uniform | Application: Walls

8
Colours

1
Finish

2
Tile sizes

Gallone

LRV and PTV values can vary batch to batch, please contact for advice.
Swatch colours may vary, samples should be requested. 
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AWV38176-L
LRV: 43

AWV38177-L
LRV: 76

AWV38178-L
LRV: 41

AWV38179-L
LRV: 56

AWV38180-L
LRV: 45

AWV38181-L
LRV: 43

AWV38182-L
LRV: 28

AWV38183-L
LRV: 4

AWV38176-R
LRV: 43

AWV38177-R
LRV: 76

AWV38178-R
LRV: 41

AWV38179-R
LRV: 56

AWV38180-R
LRV: 45

AWV38181-R
LRV: 43

AWV38182-R
LRV: 28

AWV38183-R
LRV: 4

Sizes (mm) >||< Finishes

1 64x297 8mm Gloss
120o

260mm

60o
73mm64mm

297mm
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Above
Wall: AWV38176 AWV38181 AWV38182

Right 
Wall: AWV38176 AWV38179

Above
Wall: AWV38176 AWV38183

Material: Ceramic | Appearance: Uniform | Application: Walls

Gallone



Sustainability information

3 Water absorption >10%

11 Crazing resistance  OK

13 Chemical resistance GHB

14 Stain resistance Class 5

Technical data sheet - ISO 10545 average values

Initial washing
The initial washing is fundamental for good treatment results. The initial washing is aimed at removing 
any laying residues and building grime. 
Product: Cloth

Routine maintenance
The aim of the routine maintenance is to remove dirt and scuff marks. Must be carried out regularly.
Product: Cleaner Pro

Please see www.filasolutions.com for methods of use, dilution and coverage.

Cleaning and maintenance advice
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