Material: Porcelain | Appearance: Pattern | Application: Walls and floors

Beca

Beca presents a curated collection of ten patterned tiles, designed for both wall and floor
applications, combining visual appeal with practical performance. The range offers versatile design
possibilities across residential, hospitality, and commercial environments. Each tile features a
distinctive pattern, adding depth and visual interest. With a natural finish, an R10 slip resistance
rating, and a PTV value exceeding 36, Beca tiles deliver both style and performance- meeting safety
standards without compromising on creativity.
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Sizes (mm) >||< Finishes
1 200x200 8mm Nat (R10) | 236 PTV

LRV and PTV values can vary batch to batch, please contact for advice. PTV values refer to Slider 96
(shod) - Wet (unless stated). Swatch colours may vary, samples should be requested.
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Beca

Technical data sheet - ISO 10545 average values

Sizes + 0.5%

o Sizes Thickness + 0.5%
° Water absorption 0.28%
o Breaking of rupture >1300N
0 Surface abrasion Class 4
e Frost proof Resistant
e Chemical resistanc LOW: GLA
HIGH: GHA
0 Stain resistance Class 5
. Slip resistance R10
. Pendulum test - Slider 96 (Shod) Wet 236 PTV

LRV and PTV values can vary batch to batch, please contact for advice. PTV values refer to Slider 96
(shod) - Wet (unless stated). Swatch colours may vary, samples should be requested.
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ENVIRONMENTAL MANAGEMENT |

Cleaning and maintenance advice

Initial washing

Theinitial washing is fundamental for good treatment results. The initial washing is aimed at removing
any laying residues and building grime.

Product: Deterdek Pro

Routine maintenance
The aim of the routine maintenance is to remove dirt and scuff marks. Must be carried out regularly.
Product: Cleaner Pro

Special maintenance

Special maintenance is carried out in case of very stubborn dirt, when the routine maintenance is not
enough to restore the original look of the surface.

Product: PS/87 Pro

Please see www.filasolutions.com for methods of use, dilution and coverage.
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