
The Narro collection offers elegant marble-effect surfaces, characterised by bold veining, subtle shade 
contrasts, and vibrant colours illuminated by light. Ideal for creating striking floor and wall designs, 
the collection includes nine colours, six sizes, and three versatile finishes, delivering a truly authentic 
tactile experience. Narro porcelain stoneware tiles seamlessly blend harmonious colours with timeless 
sophistication, effortlessly bridging classic and contemporary styles in any space.
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Material: Porcelain | Appearance: Marble | Application: Walls and floors

Narro

LRV and PTV values can vary batch to batch, please contact for advice. PTV values refer to  Slider 96 
Shod – Wet (unless stated). Swatch colours may vary, samples should be requested. 
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Formats

Sizes (mm) >||< Finishes

1 900x2700 6mm - LAP R9 POL

4 600x1200 9mm NAT R11 ≥36PTV LAP R9 POL

2 900x900 6mm - LAP R9 POL

3 450x900 6mm - LAP R9 POL

5 600x600 9mm NAT R11 ≥36PTV LAP R9 POL

6 300x600 9mm NAT R11 ≥36PTV LAP R9 POL

7 50x100 on 300x300 9mm NAT R11 ≥36PTV - -

8 23x23 MOS on 300x300 9mm NAT R11 ≥36PTV - -

9 300x600 ST1 9mm NAT R11 ≥36PTV - -

10 330x1200x40 ST2 9mm NAT R11 ≥36PTV - -

11 330x1200x40 ANG 9mm NAT R11 ≥36PTV - -

12 70x600 SK 9mm NAT R11 ≥36PTV - -
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Sustainability information

Initial washing
The initial washing is fundamental for good treatment results. The initial washing is aimed at removing 
any laying residues and building grime. 
Product: Deterdek Pro

Routine maintenance
The aim of the routine maintenance is to remove dirt and scuff marks. Must be carried out regularly.
Product: Cleaner Pro

Special maintenance
Special maintenance is carried out in case of very stubborn dirt, when the routine maintenance is not 
enough to restore the original look of the surface.
Product: PS/87 Pro

Please see www.filasolutions.com for methods of use, dilution and coverage.

Cleaning and maintenance advice

3 Water absorption < 0,1%

4 Flexural strength 45 N/mm2

6 Deep abrasion resistance ≤ 150 mm3

8 Linear thermal expansion 6 x 10-6

13 Chemical resistance A

14 Stain resistance Class 4-5

Colour resistance to sunlight exposure No change

Slip resistance DIN 51130
NAT R11
LAP R9

Pendulum test - Slider 96 (Shod) NAT ≥36PTV

Technical data sheet - ISO 10545 average values
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